
PosMaster 
System 소개



1

2

3

4

5

6

7

8

CONTENTS



-



Device

-

Device





L3

L2

L1

L0

L4

PLC HMI

L3

L2

L1

L0

L4

AI

(실행계)

DAQ
(데이터

수집)

P/C

(공정제어)+

… …



HMI Client #1 Client #2 Client #N

Remote I/O #1 Remote I/O #2 Remote I/O #3

PLC PLCHMI

PosMaster PosMaster

① Modbus, OPC-UA,S7-Com.,

Shared memory

②

③ 이중화 PLC

)







HMI
Server

AlarmTrend I/O

PosMaster S사 M사 T사

PLC

AI 실행계

HMI Client

HMI Server

P/C(L2)



IO

Alarm

Trend

Control



L2 Network

PosMaster-PLC

DI DO AI AO

DI DO AI AO

Remote I/O

L1 Network

Field Bus

HMI-Server

PLC
이중화

PosMaster-PLC

HMI-Server

HMI-Client t HMI-Client

DI DO AI AO

DI DO AI AO

Remote I/O

Field Bus

PosFrameMES/ERP

P/C
(공정제어)

PLC HMI

AI
(실행계)

통합형 Engine + Manager





Legacy HMI 
Server

Inverter 등
Expansion Unit

(Parallel or Serial I/F)

(Direct I/O,  
Parallel I/F)

HMI 
Client

DAQ 등
(예 : ibaPDA) 

Main
Unit

ㆍㆍㆍ

Expansion
Unit

Legacy

Inverter 등Serial I/F)

HMI Client

PosMaster

Remote
I/O

HMI
ServerControl 

* HMI Server
: I/O+ Historian+Alarm

DAQ 등
(예 : ibaPDA) 









0.3 nsec 1 nsec

16G 4M 

DDR4 RAM

1 usec 1 usec

< 100ms <300ms

4 core 미지원

내환경
20G, 11ms 10G, 6ms

2G, 20~500Hz 1G, 10~500Hz

○ ○

○ ○

○ ○

○ ○

○ ○

○ ○

○ ○

○ X

○ △

• IPC 기반 소프트웨어 컨트롤러 탑재

• Max I/O 태그 : 65,536,(Digital) / 4,096(Analog)

• 연산속도 : 1.5nsec/Instruction

• Scan time :  250μs 부터 1μsec단위로 설정 가능

• 이중화 절체 : < 100ms

• CPU : Intel 6세대 Dual Core 1.9Ghz 

(Fan 장착시 2.7Ghz)

• 메모리 : 16G DDR4/256G SSD, 2M(NVSRAM) 

• SDD : 256GB

• 확장 슬롯 : 5(4 PCI/1 PCIE)

• 동작온도 : 45℃(Fan 장착 시 55℃) 

표준형
기준

• IEC 61131-3 지원(IL, LD, SFC, FB, ST)

• CFC, C, PLC OpenXML 지원

• Built-In + OSCAT + User-Defined 
OSCAT :
오픈소스

• PLC Link : Ethernet(Socket), ProfiNet(M/S), Modbus 
TCP(M/S), EtherNet(M/S)

• Fieldbus Link :  Pofibus-DP, ProfiNet, EtherCAT, 
Modbus TCP, Modbus RTU, CANOpen, EtherNet IP

• HMI Server, Matlab 생성 model 연동 기능

(Simulink 활용)

※ DAQ, AI 실행계 연동

Multi-Core

• Fan PLC 전용



라인업 주요 적용처 I/O Tag Trend Tag 

독립형

대용량 대형공장용 60,000 20,000

중용량 중형 설비용 10,000 3,000

소용량 단위 설비용 4,000 1,000

통합형 고급형 PLC, HMI 통합형 4,000 800

독립형
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Server

통합형

독립형

Data 수집속도 -

통신 I/F  PLC별 I/F 확대 중

통합형

Data 수집속도 -

기타 -


